FULLY FRAMELESS MINI POST SYSYEMS

MINI POST GLASS CLAMPS * MARINE GRADE STAINLESS STEEL & ANODISED ALUMINIUM POSTS
MINIMAL APPEARANCE e EASY DIY INSTALLATION « USE 1200mm GLASS RANGE
SPECIFIC GATE SYSTEM » AUSTRALIAN STANDARDS COMPLIANT

1200 x 1300

Latch Pack

1820mm

NOTE: MINI POSTS RECOMMENDED FOR LEVEL SURFACE

Description

Hardware To Suit Aluminium & Stainless Steel Mini Posts

Gate Panel || 1200 x 900 x 10 mm Il 1141451

HingelPaneI || 1200 x 900 x 12mm Il 1141449

Hinge Pack || 2 self closing hinges for glass gate || 1141371
| Latch Pack || Magnetic latch for glass gate [ 1141372
| I—iighgrove Install Kit || 2 pairs of glass gripping gloves & silicone application spatula || 1141369

Aluminium Mini Posts - Note: Glass will sit 70mm above ground level

" | Aluminium Post || 160 mm anodised silver aluminium mini post Il 11414865

Aluminium Post 6 Pack|| 160 mm anodised silver aluminium mini post x 6 || 1141634

Stainless Steel Mini Posts - Note: Glass will sit 45mm above ground level
Stainless Post || 145 mm Stainless Steel Post Il 1141752
FOR BALUSTRADE ADD HAND RAIL. SEE PAGE 11
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MARK LINE OF USE TEMPLATE FIX MINI-POST INSERT GLASS & ENJOY YOUR
FENCE TO MARK INTO POSITION TIGHTEN CLAMP FINISHED
POSITIONS MINI-POST FENCE




SEMI FRAMELESS POST SYSTEMS

STAINLESS STEEL POST SYSTEM e 600mm BALUSTRADE POST ¢ 930mm POOL FENCE POST
EASY DIY INSTALLATION e USE 1200mm GLASS RANGE ¢ MARINE GRADE 316 STAINLESS
SPECIFIC GATE SYSTEM e JOIN, END & CORNER POSTS » AUSTRALIAN STANDARDS COMPLIANT
FOR INSTALLATION INTO SOIL USE INGROUND POST WITH CONCRETE FOOTING

1200 x 1300 1200 x 1300 1200 x 1300 1200 x 1300

930 End Post] 600 Join Post L 500 Join Post} 930 End Post

1322mm 1322mm 1322mm

NOTE: GATE POSTS MUST BE BRACED BY INFILL PANELS EITHER SIDE

Descr‘ipﬁon | Bunnings i;:em number| #
Hardw; To Suit 600mm & 930mm Posts =

Gate Panel || 1200 x 900 x 10 mm | 1141234

Latch Post || 1250 mm height - latch pre installed I 1141 232

Hinge Post || 1250 mm height - hinges pre installed || 1141233

Hinge Post - Corner || 1250 mm height - hinges pre installed I 1141452

Highglr‘ove Install Kit ]| 2 pairs of glass gripping gloves & silicone application spatula || 1141369

Highg;rove Silicone || 300 ml tube neutral silver silicone [Approx 2 posts per tube]) || 1141364

600mm Balustrade Post Hardware
Corner Post |l 500 mm height [ 1141229
Join Post | 600 mm height [ 1141230
End Post || 600 mm height | 1141231
930mm Pool Fence Post Hardware
Corner Post [ 930 mm height 1141743

Join Post 1930 mm height 1141740 | |
End Post [ 930 mm height |

Inground Post Hardware

Join Post -inground || 930 mm height with 400 mm footing 1141377 | |
End Post- inground || 930 mm height with 400 mm footing 1141380

Corner Post - inground || 930 mm height with 400 mm f(laotin:q I
Latch Post - inground || 1250 mm height with 400 mm footing - latch pre installed e

Hinge Post - inground || 1250 mm height with 400 mm footing- hinges pre installed || 1141382
FOR BALUSTRADE ADD HAND RAIL. SEE PAGE 11
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MARK LINE OF CENTER & FIX 3 SLIDE IN GLASS SILICONE POST ENJOY YOUR
FENCE POSTS CHANNELS FINISHED SEMI -
FRAMELESS FENCE




